
MP-J4125 Industrial PC
● On board Intel J4125
● Supports Dual Channel DDR4-1866/ 2133/ 2400,
● Max. Supports up to 8 GB Memory
● Supports HDMI
● Supports USB 3.1(Gen1)

Specifcation
Motherboard J4125NHU

Chipset Intel J4125

Memory Supports Dual Channel DDR4-1866/ 2133/ 2400, Max. Supports up to 8 GB
Memory

INTEGRATED VIDEO By CPU model
Supports DX12

Storage 1 x SATA III (6Gb/s) 1 x M.2 (M Key)

Power Supply DC board (120W /12V )
Adapter60W / 12V/5A

LAN RTL8111H 10/ 100/ 1000 Mb/s auto negotiation, Half / Full duplex capability
AUDIO CODEC ALC897 7.1 Channels, High Definition Audio

Front I/O
1 x Power Key
2 x USB 2.0 Ports
1 x Audio Jack

REAR I/O

1 x PS/2 Keyboard/ Mouse Port
1 x HDMI Port
1 x VGA Port
2 x USB 3.1(Gen1) Ports
2 x USB 2.0 Ports
1 x LAN port
3 x Audio Jack

H/W MONITORING
CPU / System Temperature Monitoring
System Fan Monitoring
System Voltage Monitoring

OS Support Supports Windows 10(64bit) / 11(64bit) / Linux
Motherboard dimension Mini ITX Form Factor Dimension: 17cm x 17cm ( W x L )

Chassis SPCC 0.6 mm / Black
Chassis Dimension 235 x 100 x 192 mm ( L x W x H )
Carton Dimension L290 x 155 x 235 ( L x W x H )



MEMORY (Optional) U-Dimm / DDR4 8G 2666
SSD (Optional) BIOSTAR SSD / 240G

Wifi Solution (Optional) USB WiFi Bluetooth Adapter 600Mbps Dual Band 2.4/5Ghz Wireless

ACCESSORIES
1 x SATA Cable
1 x DVD Driver
1 x Quick Guide
1 x Others

*The specification and pictures are subject to change without notice and the
package contents may differ by area or your motherboard version!


